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Measurement Report
(Report Name : 34401A_B4.12M)

MODEL No.        34401A     OPTION                             

SERIAL No.     xxxxxxxxxx   Report No. 1-xxxxxxxxxx-1

DATE           1 AUG 2014   AMBIENT 23.1  °C  47  
% R.H

Keysight Technologies Japan G.K. Service Center

Tested By :   N5224640    

1. DC VOLTMETER ACCURACY  (Calibration Cycle: 1 Year)
MINIMUM                      MAXIMUM

RANGE        INPUT        LIMIT         ACTUAL         LIMIT
-------------------------------------------------------------------
100 mV      SHORT          -3.5     [   .36    ]      3.5  µV
1 V       SHORT          -7.0     [   .73    ]      7.0  µV

10 V       SHORT          -50      [   2.1    ]      50   µV
100 V       SHORT          -600     [    10    ]      600  µV

1000 V       SHORT          -10      [    .1    ]      10   mV

100 mV      100 mV       99.9915    [ 99.9994  ]     100.0085  mV
1 V         1 V        .999953    [ 1.000005 ]     1.000047  V

10 V        10 V        9.99960    [ 10.00002 ]     10.00040  V
10 V       -10 V      -10.00040    [-10.00001 ]     -9.99960  V

100 V       100 V        99.9949    [ 100.0000 ]     100.0051  V
1000 V      1000 V        999.945    [ 999.999  ]     1000.055  V

2. AC VOLTMETER ACCURACY (Calibration Cycle: 1 Year)
MINIMUM                      MAXIMUM

RANGE        INPUT        FREQ     LIMIT         ACTUAL         LIMIT
-------------------------------------------------------------------------
100 mV       10.0 mV     1 kHz     9.954     [  10.001  ]    10.046  mV
100 mV      100.0 mV     1 kHz     99.900    [  99.998  ]    100.100 mV
100 mV      100.0 mV    50 kHz     99.830    [ 100.012  ]    100.170 mV

1 V           1  V    20  Hz     .99910    [  .99965  ]    1.00090 V
1 V           1  V     1 kHz     .99910    [  .99998  ]    1.00090 V
1 V           1  V    20 kHz     .99910    [  .99998  ]    1.00090 V
1 V           1  V    50 kHz     .99830    [ 1.00023  ]    1.00170 V
1 V           1  V   100 kHz     .99320    [ 1.00069  ]    1.00680 V
1 V           1  V   300 kHz     .95500    [ 1.00097  ]    1.04500 V

10 V          10  V    20  Hz     9.9910    [  9.9976  ]    10.0090 V
10 V          10  V     1 kHz     9.9910    [  9.9998  ]    10.0090 V
10 V           1  V     1 kHz      .9964    [  .9997   ]     1.0036 V
10 V         100 mV     1 kHz      .0870    [  .1005   ]      .1130 V
10 V          10  V    50 kHz     9.9830    [  9.9975  ]    10.0170 V

100 V         100  V     1 kHz     99.910    [  99.993  ]    100.090 V
100 V         100  V    50 kHz     99.830    [ 100.021  ]    100.170 V

750 V         750  V     1 kHz     749.325   [ 749.951  ]    750.675 V
750 V         750  V    50 kHz     748.725   [ 750.048  ]    751.275 V
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3. OHMMETER ACCURACY (Calibration Cycle: 1 Year)

MINIMUM                      MAXIMUM
RANGE        INPUT        LIMIT         ACTUAL         LIMIT
-------------------------------------------------------------------
(4-wire ohms)
100  ohm   SHORT           -4     [    .5    ]        4   mohm
1 kohm   SHORT          -10     [    .9    ]       10   mohm

10 kohm   SHORT         -100     [    1     ]      100   mohm
100 kohm   SHORT           -1     [   .00    ]        1    ohm
1 Mohm   SHORT          -10     [    .0    ]       10    ohm

10 Mohm   SHORT         -100     [    -2    ]      100    ohm
100 Mohm   SHORT          -10     [    .0    ]       10   kohm

100  ohm   100  ohm    99.986     [ 99.9992  ]     100.014  ohm
1 kohm     1 Kohm    .99989     [ .999990  ]     1.00011 kohm

10 kohm    10 Kohm    9.9989     [ 9.99987  ]     10.0011 kohm
100 kohm   100 Kohm    99.989     [ 99.9988  ]     100.011 kohm
1 Mohm     1 Mohm    .99989     [ .999991  ]     1.00011 Mohm

10 Mohm    10 Mohm    9.9959     [ 9.99985  ]     10.0041 Mohm
(2-wire ohms)
100 Mohm   100 Mohm    99.190     [ 100.0771 ]     100.810 Mohm

4. DC CURRENT ACCURACY (Calibration Cycle: 1 Year)

MINIMUM                      MAXIMUM
RANGE        INPUT        LIMIT         ACTUAL         LIMIT
-------------------------------------------------------------------

10 mA     OPEN             -2     [    .0    ]        2  µA
100 mA     OPEN             -5     [    .1    ]        5  µA
1  A     OPEN           -100     [    -4    ]      100  µA
3  A     OPEN           -600     [    -3    ]      600  µA

10 mA      10 mA       9.9930     [ 10.0005  ]      10.0070 mA
100 mA     100 mA       99.945     [ 100.005  ]      100.055 mA
1  A       1  A       .99890     [ 1.00001  ]      1.00110  A
3  A       2  A       1.9970     [  2.0000  ]      2.0030   A

3  A     2.8  A       2.7960     [  2.7998  ]      2.8040   A
3  A  2.8 A(1 min.)   2.7960     [  2.7998  ]      2.8040   A

5. AC CURRENT ACCURACY

MINIMUM                      MAXIMUM
RANGE        INPUT        FREQ     LIMIT         ACTUAL         LIMIT
-------------------------------------------------------------------------

1 A          1 A       1 kHz     .99860    [  .99990  ]    1.00140 A
3 A        1.5 A       1 kHz    1.49595    [ 1.49922  ]    1.50405 A

6. FREQUENCY ACCURACY

MINIMUM                      MAXIMUM
INPUT              LIMIT         ACTUAL         LIMIT

-------------------------------------------------------------------------
100 kHz/1 V           99.990     [ 100.0002 ]    100.010 kHz
100 Hz /10 mV         99.900     [  99.991  ]    100.100 Hz
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